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Rapid-rate Thermal Cycle Chamber can evaluata the failure mechanical properties of
product; normally the temperature ramp rate is less than 20'C/min, which can achieve the
real application environment of testing sample by the fastest ramp rate.

The chamber is applied to the screening test and failure mode evaluation of
photoelectric components, interconnection circuits, component units and electronic

@8 HD-E708

GB/T5170.2-2008 Temperature Test Equipment
GB/T2423.1-2008 (IEC60068-2-1: 2007) Tests: Test A - Cold
GBIT2423.2-2008 (IEC60068-2-2:2007) Tests: Test B - Dry Heat
IEC 60068-2-14 2009 Tests: Test N - Change Of Temperature

devices.

‘ ivE= HD-E708-100 HD-E708-150 HD-E708-225 | | Model HD-E708-100 HD-E708-150 HD-E708-225 |
AERT (W*D*H) 400*500*500mm 500*500*600mm 500*600*750mm InternalDimension 400*500*500mm | 500*500*600mm 500*600*750mm

\ SHERT (FERR) 900*1070*1400mm | 1000*1070*1500mm | 1000*1170*1650mm | | Externaldimension(SUStype) | 900*1070*1400mm| 1000*1070*1500mm 1000‘11?0‘165{}mm|
SMERT (HEER) 600%1080*1380mm | 700*1080*1480mm | 700*1180*1630mm Externaldimension(Painttype) | 600%1080*1380mm | 700*1080*1480mm | 700*1180*1630mm

‘ BET —20/-40/-70 —20/-40/-70 -20/-40/-70 | | Temperature ( C) —20/-40/-70 —20/-40/-70 —20/-40/-70 |
EAERA 22,22,28 22,22,28 18, 18,23 Maximum Current (A) 22,22, 28 22,22,28 18,18,23

‘ BEV BiE220V Big220V =fE380V | | Voltage (V) Single-phase220V | Single-phase220V | Three-phase380V |
BETE —20°C; -40°C; -70C~ +150TC | Temp, range 0C; -20°C; -40C; -70C~ +150C

‘ BEEEEE 0.01C | |Temp.DispIayAccuracy 0.01% |
BEHeE = £2.0C Temp. uniformity =+2.0C

| BEEE £0.5C-£0.2C (%#) | | Temp. deviation £0.5C~£0.2C (withoutload | |
Frig sk 1°CI5#-20Ciath, aIES Heating speed 1°C {min~ 20 C/ min, can be customized

‘ iR 1 CHI#-20°CI5%h, TIEH | | Cooling Speed 1 °C/min~ 20 'C/min, can be customized |
i 20%~98%RH Humid. range 20%~98%RH

| BmEEREE 0.1%RH | | Humid. resolution 0.1%R.H. |
BEfaE +3%RH (%) Humid. uniformity +3%RH ( without load )

| mEERE 3047 N | | Internal chamber material Stainless steel 304 |
shiat FARB IR | External chamber material Stainless steel/ paint spray

| mARY FFEH, BRI || iemal gmensonW'D'H) | Can be customized |
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