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AR SH Technical Parameters

INTERNAL CHAMBER
S

The Xenon Weathering Test Chamber uses a xenon arc lamp that can
simulate full sunlight spectrum to reproduce destructive light waves that
exist in different environments. This enables the device to provide the
corresponding environment simulations and acceleration tests for
scientific research, product development and quality control.

% B 5 # Test Standard

GB/T16422.2. GB/T16259. GB/T29061. GB/1865. GB/18244. GBI/T14522. |1SQ 4892-2.
1SO11507. SAE J2527. SAE 242, ASTM G155. ASTM D4459. IEC 60068-2-5
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BERY (W'D*H) } 750"500*600mm 8007800800 mm 1000*1000*1000mm Internal Dimension [750"500"600mm I 800*800*800 mm 1000%1000*1000mm
SMERT (W*D*H) 1300*1000*1700mm | 1450*1350*2150mm | 1650*1550*2350mm External Dimension 1300*1000*1700mm | 1450*1350*2150 mm |1650*1550*2350mm
AR ] 304745, L, HiEk Internal Chamber Material ‘Stainless Steel 304, Anti-rust, Easy To Clean
SHEH R i RN External Chamber Material | Paint Spray/ Stainless Steel
FHRIRE ] FEER30%~50% RH. BEEIF30% ~95%RH(TR I H50%~90%RH) ChamberHumidity Range ‘ 30% ~50% RH (Light Cycle)30%~95% RH (Dark Cycle)
REEE = +5%RH Humidity Uniformity < +5%RH
BREE ] 20°C~80°C, TRB(WIDFEH,38'CEH40TC £3T) Chamber Temperature [20“{3*80‘0‘ Adjustable(double temp. control,38°C or 40°C 13“(3)‘
BiRRE 30°C~95°C, SR B(WRRT,65CAHE3C £3C) Black Panel Temperature 30TC~957C, Adjustable{double temp. control,65C or 63T tS‘C:;
RENSE ‘ s+27C Temperature Uniformity ‘ s2C
Fobid o HEEEXH(FE). BXEXE . EEEMERIELR Filter Window filter, Daylight filter, Extend UV Filter
iR ‘ RiSKIAGET Light Source [Atr Cooled Long Arc Xenon Lamp
~ 2 ~

— S Rl e 1 radance Sronah |31 Suimt doutle amperatrs con
ne S S T
SRRETE) 1-999 Hours, Adjustable | HaihiFation Tine 1~999 Hours, Adjustable
HEER } 7K ETEI9995 Shal i, (ElRRME KE A1 ~2405 ol i, o ABRERRE Water Spray System eraler Spray Time 999 Minutes Settable Interval Spray

ime, 1~240 Minutes Settable, cycle settable
ik 2T 3KW, TIFEERH220V, BF25£3A Power trigger 3KW, AC220Y, 26 * 3A
MR ‘ HE: 0.8mm ( BIR#HBISHET IR0 LB EE ) Water Spray Nozzle Diameter: 0.8mm
BUEFSR S04FEMi AR Sample Holder Stainless Steel 304
HESITEES ] 250~300mm B:;tda;c%!:[:mfamole 250~300mm
0ES 1200/ FF Xenon Lamp Lifetime 1200hours
HTNE } 2.5kW*3pes=7.5kW Xenon Lamp Power 2.5kW*3pcs=7.5kW
iR | =18, AC380V 50Hz Power Supply Three Phase , AC380V 50Hz
BRE ] BHFHRREREFBNEN, TRESPEREH Irradiation Automatic calculus aceumulates irradiation and stops,can be customized
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AR B8 Technical Parameters

WHRT (W*D*H) 800*800*800mm 1000*1000%1000 mm \
SHERT (W'D*H) | 1450*1350*2150 mm 1650*15502350mm
WEHE 304F4EH, Phd, BiEdE
FhEH R FET AR
PR | HAEF30% ~ 50% RH, BATEFR30% ~ 95% TR RETA50%~00%RH)
SENYE +5%RH
PR \ 20C~80C, ARE(WRRT,38TER40T £37C)
B 30°C~95C, AIgR(WRENT,B5TIE3T £ 3T)
BEEAE e
Eba BRI (IRE). BXEKR . ERERIES
KR RSB EXMEEREENET
| @ 1326.5kW
EREE 290-800nmiEEE550-1120W/m?,
TR ITIEAAT:0.3-1.3W/m?,0.51 £ 0.02W/m*(340nm)
. Forantia . 1~999 Hours, Adjustable
HERY EOKETIEQO9 S a8, [B]ETEE K ATiE1 ~24 055 wal il
T O HiZ: 0.8mm (EREEEMETEERIEEEEE)
atiEse ERFEHR, 1-5R/minal @
wmAEERT 200*90mm, EE<20mm, RFikid#E
HESITEIER 250~300mm
GOES 1200488
BiR =18, AC380V 50Hz
SR B.5kW
K IEE 10RT. 15RT. 20RT~
EEs BahEHRREREF BN EN
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The Xenon Weathering Test Chamber uses a xenon arc lamp that can
simulate full sunlight spectrum to reproduce destructive light waves that
exist in different environments. This enables the device to provide the
corresponding environment simulations and acceleration tesis for
scientific research, product development and quality control.
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B 17 # Test Standard

GB/T16422.2, GBI/T16259. GBI/T29061. GB/1865. GB/18244, GB/T14522, 1SQ 4882-2.
1SO11507. SAE J2527. SAE242. ASTM G155. ASTM D4459. IEC 60068-2-5

Internal Dimension

800*800*800mm 1000*1000*1000 mm

External Dimension

Internal Material Material

1450%1350*2150 mm 1650*1550*2350mm

Stainless Steel 304 , Anti-rust, Easy To Clean

External Material Material

Paint Spray/ Stainless Steel

Chamber Humidity Range

30%~50% RH (Light Cycle)30%~95% RH (Dark Cycle)

Humidity Uniformity

+5%RH

| Chamber Temperature

Black Panel Temperature

20T~80T, Adjustable
30T~95TC, Adjustable

Temperature Uniformity

=+2C

Filter

Standard configuration: window glass filter Optional: daylight filter, UV filter

Light Source

Water Cooled Xenon Lamp

Xenon Lamp Power

6.5kW*1pc

Irradiance Strength

550~1120W/m2@290~800nm, Adjustable
0.3-1.3w/n’ at double temperature control
and 0.51w/m" @340nm

Control System

LCD Programmable Controller, Auto Display Irradiance,
Capacity: 100 Groups Program, 99 Cycles

Ilumination Time

1~999 Hours, Adjustable

Water Spray System

Water Spray Nozzle

Water Spray Time 999 Minutes Settable Interval Spray Time,
1-240 Minutes Settable

Diameter: 0.8mm

Sample Holder

Turntable Sample Rack, 1-5R/min

Max. Sample Dimension

200*80mm Thickness<20mm

Distance From Sample
Holder To Lamp

| Xenon Lamp Lifetime

1200hours

250~300mm

Power Supply

Three Phase , AC380V 50Hz

Chiller

6.5kW

Water tower specs

10RT. 15RT. 20RT~

Irradiation

Automatic calculus accumulates irradiation and stops,can be customized
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